
OSD Contro

:

DSP

Min. Illumina ion

IR LED

OSD

S/N Ratio

True D&N

ATR

Len

Dimension

I25x-380DIS36

1/3" Sony IMX238

Ultra Sight

1280(H)x1024(V)

2:1

1.3MP (Sensor)

0lux (IR On)

36pcs (25m)

BLC/HLC/Off

Intern

>50dB (AGC Off)

ATW• •Selectable Presets
0.45

Yes

On/Off (4 Zones)

On/Off (4 Zones)

On/Off

Adjustable

Auto/Color/B/W/Ext

Yes (ICR)

No

3D-DNR

Yes

Comp , BNC (1.0Vp-p,75ohm)

3.6mm

DC 12V 300mA

191.5L x 80W x 72H mm

450g

1/3“ Sony
1.3MP (Sensor)

OSD
3D Noise Reduction

BLC/HLC
(ICR)

IP 67
3-Axis

3 Axis IP 67

191.5mm

72
m

m

Protection 
67

Rating

IP
25

ICR1.3MP

0 Lux

Black LED

PREMIUM
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Mechanism

Technician Port

-
-
- I

1/3" Sony IMX238

Ultra-Sight

1280(H)x1024(V)

2:1

1.3MP (Sensor)

0Lux (IR On)

42pcs (30m)

BLC/HLC/Off

Intern

>50dB (AGC Off)

ATW• •Selectable Presets
0.45

Yes

On/Off (4 Zones)

On/Off (4 Zones)

On/Off

Ajustable

Auto/Color/B/W/Ext

Yes (ICR)

No

3D-DNR

Yes

Compo , BNC (1.0Vp-p,75ohm)

2.8-12mm Vari-Focal

DC 12V 700mA

273L x 97W x 90H mm

1010g

I3x-380DISVF

Installer Interface

IR LED
Strength

OSD Control

Video Out

3 Axis Bracket

273mm

90
m

m

Improved Lens Mechanism IP 67

Technician
Port

Protection 
67

Rating

IP

1.3MP

0 Lux

ICR

30

Black LED

PREMIUM
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1/3" Sony IMX238

Ultra-Sight

1280(H)x1024(V)

2:1

1.3MP (Sensor)

0Lux (IR On)

36pcs (25m)

BLC/HLC/Off

Intern

>50dB (AGC Off)

ATW• •Selectable Presets

0.45

Yes

On/Off (4 Zones)

On/Off (4 Zones)

On/Off

Ajustable

Auto/Color/B/W/Ext

Yes (ICR)

No

3D-DNR

Yes

Comp , BNC (1.0Vp-p,75ohm)

2.8-12mm Vari-Focal

DC 12V 400mA

750g

DIx-380DISVF

Junction Box is available
120mm

OSD Control + Video Out Port

Technician
Port

Protection 
66

Rating

IP

1.3MP

0 Lux

ICR

25

Black LED

-
-
- I

PREMIUM
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DIx-380DIS36

1/3" Sony IMX238

Ultra-Sight

1280(H)x1024(V)

2:1

1.3MP (Sensor)

0lux (IR On)

24pcs (15m)

BLC/HLC/Off

Intern

>50dB (AGC Off)

ATW• •Selectable Presets
0.45

Yes

On/Off (4 Zones)

On/Off (4 Zones)

On/Off

Adjustable

Auto/Color/B/W/Ext

Yes (ICR)

No

3D-DNR

Yes

, BNC (1.0Vp-p,75ohm)

3.6mm

DC 12V 300mA

300g

Protection 
66

Rating

IP

Junction Box is available

80
m

m

1.3MP

15

0 Lux

ICR

OSD Controller

Black LED

PREMIUM


