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3-Axis Bracket

Specifications

I2s-370DIS36

Main Features:
960H Sensor
700TVL 
 ICR (True Day & Night)
Day & Night Function
2 IR LED ARRAY
Visible IR Distance 20m 
Waterproof capability 
Indoor & Outdoor Applications
3.6mm Wide Angle Lens 
Auto White Balance 

20M IR FIXED LENS
BULLET CAMERA

ICR

Image Sensor
DSP System
Effective Pixel
Scanning System
Horizontal Resolution
Electronic Shutter
Min. Illumination
Day & Night
IR LED
Sync. System
S/N Ratio
White Balance
Noise Reduce
Analog Output
Lens
Power
Operating Temp
Weather Proof
Dimension
WeiWeightght

1/3” DIS
Pro-Sight

960H (976 x 496)
PAL / NTSC

700TVL
1/50 ~1/120,000 sec

0.1Lux @ (F1.2),0 Lux with IR
Auto D&N (ICR)

2 LED ARRAY (20m)
Internal Sync.

> 50dB
Auto (AWB)

2D-DNR (Auto)
 Composite Output 1Vp-p  (75�/BNC)

3.6mm Wide-Angle
DC 12V-24V / 500mA @ 12V, 250mA @ 24V

 -20°C ~ 50°C
IP66

� 117.5mm × 56mm × 65.8mm
337.337.6g6g

Protection 
66

Rating

IP

VDC 

0 Lux

700 TVL

20
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40M IR ARRAY VARI-FOCAL
BULLET CAMERA
I4s-380DISVF

Easy Access

AC 24 V
DC V

Main Features:

1/3“ Sony
1.3MP (Sensor)
OSD Menu
3D Noise Reduction
Motion Detection & Privacy Masking
BLC/HLC
True Day & Night (ICR)
2 IR LED ARRAY
Visible IR Distance 20m
2.8-12mm Vari-Focal Lens 
IP 66
3-Axis Mechanism
Dual Voltage - DC 12-24V / AC 24V
Technician Port

- Analog Video Out
- OSD Control
- IR Light Control

Image Sensor

DSP System

Effective Pixels

Scanning System

Horizontal Resolution

Min. Illumination

IR LED

OSD Menu

Backlight Compensation

Sync. System

S/N Ratio

White Balance

Gamma Correction

Gain Control

Motion Detection

Privacy Masking

Mirror

Sharpness

D/N Selection

True D&N

ATR

Noise Reduce

Picture Adjustment

Analog Output

Lens

Power

Dimension

Net Weight

1/3" Sony IMX238
Ultra Sight

1280(H)x1024(V)
2:1 Interlace

1.3MP (Sensor)

0.05 Lux / F1.2 (0 Lux IR On)
2 IR LED ARRAY (40m)

Available  ( Cover-Opened Adjustment )
BLC/HLC/Off

Internal
>50dB (AGC Off)

ATW• •Selectable Presets
0.45
Yes

On/Off (4 Zones)
On/Off (4 Zones)

On/Off
Adjustable

Auto/Color/B/W/Ext
Yes (ICR)

No
3D-DNR

Yes
Composite, BNC (1.0Vp-p,75ohm)

2.8-12mm 2MP
DC 12V-24V, AC 24V / 700mA @ 12V, 350mA @ 24V 

259.6mm × 109mm × 111.8mm 
996.5g

1.3MP

40

0 Lux

ICR

Technician
Port

EEffffiio-Eo-E

OSD, IR Control, Video Out 3-Axis Bracket
and Direct Lens Adjustment
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